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Advanced UV-LED Light Engine THREE 

ALE/3 – Lichtleiter UV-LED Lichtquelle

Anwendungen

 � Perfekt geeignet um 200 Watt Quecksilberentla-
dungslampen durch LED-Technologie zu ersetzen

 � UV-Curing-Anwendungen in der Automobil-, 
Elektronik-, Optoelektronik-, Pharmaindustrie 
und weitere

 � Waferrandbelichtung (WEE) in der Halbleiter- 
fertigung

 � Qualitätssicherung und Inspektion (NDT)

 � Life Science Anwendungen

ALE/3 Highlights

 � Intensität bis zu 50.000 mW/cm2

 � Bis zu 15 Watt optische Leistung

 � Monospektrale (365, 385, 405 oder 435 nm) 
und multispektrale Systeme (365 und 405 nm) 
verfügbar

 � Quecksilberfreie Lichtquelle mit erheblichen 
Vorteilen bei den Betriebskosten

 � Einfache Integration in neue und bestehende 
Anlagen ohne die Notwendigkeit einer externen 
Kühlung
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Verbesserte Aushärtung mit Intensitäten von bis zu 50.000 mW/cm2 

Mögliche Wellenlängenkombinationen und Ausgangsleistung

ALE/3.1
Systeme mit 
einer Wellen-
länge (365, 385, 
405 oder  
435 nm)

Optische Leistung 
in mW ALE/3.1 ALE/3.1+

Lichtleiter Ø5 mm Ø6,5 mm AR Ø8 mm

365 nm 7.000 11.000 13.000

385 nm 9.500 13.000 15.000

405 nm 9.500 13.000 15.000

435 nm 7.000 11.000 13.000

Intensität 
in mW/cm2 50.000 40.000 30.0000
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ALE/3.2
Systeme mit 
zwei Wellenlän-
gen (365 und 
405 nm)

Optische Leistung 
in mW ALE/3.2+

Lichtleiter Ø6,5 mm AR Ø8 mm

365 nm 6.000 7.000

405 nm 6.000 7.000

Total 12.000 14.000

Intensität 
in mW/cm2 35.000 30.000
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Zentralwellenlänge der Emitter: 367,5±2,5 nm, 387,5±2,5 nm, 402,5±2,5 nm und 435,0±2,5 nm
Anfängliche Ausgangsleistung gemessen über das gesamte Spektrum am Lichtleiterende (Länge 1,5 m); Abweichung von ±10% möglich 
Ø6,5 mm Lichtleiter mit entspigelten Lichtein- und ausgang (“AR”)

Multispektrale Aushärtung

Bessere Aushärtungsergebnisse durch mehrere Wellenlängen

In Sachen optischer Leistung 
übertrifft das ALE/3 Systeme mit 
200-Watt-Quecksilberkurzbogen-
lampen sowie andere verfügbare 
UV-LED-Systeme.  

In der Regel sind UV-LED-Systeme 
monochromatisch und weisen nur 
ein schmales Wellenlängenspektrum 
auf. 

Mit dem ALE/3 bieten wir auch ein 
System mit zwei Wellenlängen an. 
Das ALE/3.2 mit 365 und 405 nm eig-
net sich besonders für anspruchsvolle 
Aushärtungsanwendungen mit 
dicken Materialschichten oder dem 
Bedarf an erhöhte Flexibilität.

UV-Strahlung im Spektralbereich um 
die 405 nm dringt tiefer in den Kleb-
stoff ein, während kürzere Wellenlän-
gen (365 nm) die Oberflächenschicht 
aushärten. Dies führt zu einem 
höheren Polymerisationsgrad und 
eine bessere Aushärtung.



Modulare Technologie-Plattform

Systemeigenschaften und Spezifikation

Emitter  � Monospektral (365, 385, 405 oder 435 nm)

 � Dual-Wellenlänge (365 und 405 nm)

 � VIS/NIR (z.B. rot, grün, weiß) auf Anfrage

Gesamtausgangsleistung Bis zu 15 W

Intensität/Leistungsdichte Bis zu 50.000 mW/cm2

Numerische Apertur/  
Abstrahlungscharakteristik

 � 0.6 / 70° (2α) mit Flüssigkeitslichtleiter 

 � Alternative optische Komponenten verfügbar  

Einstellungen  � Individuelle Einstellungsmöglichkeiten für jede Wellenlänge

 � Hohe Auflösung bei Intensitätseinstellungen (20-100%)

 � LED von 0 auf 100 % in <1 Millisekunde

Kommunikation/Schnittstellen  � Touch-Display

 � AUX: Externe Schaltvorrichtung (z.B. Fussschalter)

 � USB und Ethernet (optional): ALE/remote (ALE PC-Software) und API-Befehlssatz

 � PLC: SPS Schnittstelle

Kühlung Thermoelektrische Aktivkühlung

Maße (Länge, Höhe, Tiefe) 14,5 cm X 16,5 cm X 34,0 cm

Gewicht 6 kg

Netzteil/Versorgung 110-240 VAC / 50-60 Hz / 350 Watt

Lichtleiter-Optionen  � Durchmesser Ø [mm]: 5, 6,5 and 8

 � Ein- oder Mehrpolige Lichtleiter

 � Standardlänge: 1,5 m; Kundenspezifische Längen (0,5-20 m) verfügbar auf Anfrage

 � Verschiedene Optiken zur Homogenisierung und Belichtungsformung auf Anfrage

 � Auch für Faserlichtleiter geeignet 

Ausgangsleistung gemessen über das gesamte Spektrum am Lichtleiterende (Standardlänge 1,5 m); Abweichung von ±10% möglich 
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Zubehör für das ALE/3-System

Primelite Performance Optics

PL06.00095-G ALE3 Lichtleiter UV-LED Lichtquelle Broschuere DE

Wir bieten ein- und mehrpolige Flüssigkeitslichtleiter an, die perfekt zu unserer Lichtleitergekoppelten LED-Lichtquelle ALE/3 passen. Unsere Flüssigkeitslichtleiter 
werden in Deutschland hergestellt und erfüllen die höchsten Standards in Bezug auf Qualität, Haltbarkeit und Effizienz. Zusätzlich zu den Flüssigkeitslichtleitern 
bieten wir auch Standard- und kundenspezifische Kondensor- und Homogenisierungsoptiken an. Alle unsere Optiken sind für die Übertragung von optischer Strah-
lung im UV-Spektralbereich (350-450 nm) optimiert. Flüssigkeitslichtleiter für UVC oder VIS sind ebenfalls Teil unseres Produktportfolios.

Einpolige Flüssigkeitslichtleiter
 � Drei verschiedene Durchmesser verfügbar:  

Ø5, 6,5 und 8 mm. 

 � Standardlänge ist 1.500 mm. Andere Längen 
zwischen 500 und 20.000 mm auf Anfrage.

Mehrpolige Flüssigkeitslichtleiter
 � 2- und 4-polige Lichtleiter verfügbar.

 � Durchmesser der Lichtausgänge: Ø3 mm.

 � Standardlänge 1.500 mm. Andere Längen auf 
Anfrage.

Kondensor-/Fokusoptiken
 � Verschiedene Kondensoroptiken sind 

verfügbar für rechteckige, sechseckige und 
runde Belichtungsflächen.

 � Optische Komponenten zur Strahlungsho-
mogenisierung sind ebenfalls verfügbar.
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primelite
ALE/3

Advanced UV-LED Light Engine THREE 

ALE/3 – Light Guide Coupled UV-LED Light Sources

Key Applications

 � Perfect solution to replace 200 W mercury dis-
charge lamps by LED technology

 � Spot curing applications in the automotive, 
electronics, optoelectronics, pharma and other 
industries

 � Wafer edge exposure (WEE) applications in semi-
conductor manufacturing

 � Quality assurance and inspection (NDT)

 � Life sciences applications

ALE/3 Solution Highlights

 � Intensities up to 50,000 mW/cm2

 � Optical output up to 15 Watts

 � Monospectral (365, 385, 405, or 435 nm) and 
multispectral setups (365 and 405 nm) available

 � Future-proof mercury-free light source with sig-
nificant Cost of Ownership advantages

 � Easy to integrate into new and existing setups 
with no external cooling required
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Enhanced Curing with Intensities of up to 50,000 mW/cm2 

Potential Wavelength Combinations and Output Performance

ALE/3.1
Single wave-
length setups 
(365, 385, 405, 
or 435 nm)

Radiation output 
in mW ALE/3.1 ALE/3.1+

Light guide Ø5 mm Ø6.5 mm AR Ø8 mm

365 nm 7,000 11,000 13,000

385 nm 9,500 13,000 15,000

405 nm 9,500 13,000 15,000

435 nm 7,000 11,000 13,000

Intensity 
in mW/cm2 50,000 40,000 30,0000
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ALE/3.2
Dual wavelength 
setup (365 and 
405 nm)

Radiation output 
in mW ALE/3.2+

Light guide Ø6.5 mm AR Ø8 mm

365 nm 6,000 7,000

405 nm 6,000 7,000

Total 12,000 14,000

Intensity 
in mW/cm2 35,000 30,000
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CWL of emitters: 367.5±2.5 nm, 387.5±2.5 nm, 402.5±2.5 nm, and 435.0±2.5 nm 
Initial output of LED: Full spectrum of each emitter measured at end of light guide (length 1.5 m); deviation of ±10% possible
Ø6.5 mm light guide with antireflective coating (“AR”)

The Power of Multispectral Curing

Better Curing Results due to Flexible Broadband Exposure

The output of the ALE/3 easily match-
es and even outperforms 200 Watt 
mercury discharge lamps as well as 
other available UV-LED systems. 

Usually, UV-LED systems are mono-
chromatic, only featuring a narrow 
output spectrum. With the ALE/3 you 
can choose a dual-wavelength setup. 

The ALE/3.2 with 365 and 405 nm is 
especially suited for advanced curing 
applications with thick layers of 
photosensitive material. 

NUV radiation in the higher spectral 
ranges (405 nm) penetrates deeper 
into the adhesive, while shorter wave-
lengths (365 nm) cure the surface 
layer.

This leads to a higher degree of 
polymerization for increased bond 
strength.



Modular Technology Platform

System Properties and Specifications

Emitter options  � Single wavelength (365, 385, 405, or 435 nm)

 � Dual wavelength (365 and 405 nm)

 � VIS/NIR setups (e.g., red, green, white) on request

Total radiation output Up to 15 W

Output intensity Up to 50,000 mW/cm2

Numerical aperture  � 0.6 / 70° (2α) using liquid light guide

 � Alternative output optics available 

Control configurations  � Individual wavelength power management and presets

 � High-resolution intensity adjustment (20-100%)

 � LED rise time <1 millisecond

Communication interfaces  � Touch display

 � AUX: External switching device

 � USB and Ethernet (optional): ALE/remote (ALE PC-Software) and API command set

 � PLC: Discrete interface

Heat management Active thermoelectric cooling

Dimensions (W H D) 14.5 cm X 16.5 cm X 34.0 cm (5.7″ X 6.5″ X 13.4″)

Weight 6 kg (13.2 lbs)

Power supply input 110-240 VAC / 50-60 Hz / 350 W

Light Guide Options  � Active core Ø [mm]: 5.0, 6.5 and 8.0

 � Single or multi-pole options

 � Standard length 1.5 m; custom sizes (0.5-20 m) available on request

 � Custom end fittings available on request

 � Use of fiber light guides also possible 

Full spectrum radiation output measured at the end of light guide (standard length 1.5m) / ±10% deviation possible
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Accessories for the ALE/3

Primelite Performance Optics

PL06.00094-G ALE3 Light Guide Coupled UV-LED Light Source Handout EN

We offer single- and multi-pole liquid light guides, which are a perfect fit for our light guide coupled LED light source ALE/3. Our liquid light guides are German 
made, meeting the highest standards in terms of quality, durability, and efficiency. In addition to liquid light guides we also provide standard and customized 
homogenizing, condensing and focussing optics. All our Performance Optics are optimized for transmitting high-power radiation in the NUV (350-450 nm) spectral 
ranges. Liquid light guides for UVC or VIS are also part of our product portfolio.

Single-pole Liquid Light Guides
 � Three different diameter sizes available: 

Ø5.0, 6.5, and 8.0 mm. 

 � Standard length of 1,500 mm. Other sizes 
between 500 and 20,000 mm on request.

Multi-pole Liquid Light Guides
 � 2- and 4-pole liquid light guides available.

 � Diameter size of light exit: Ø3.0 mm.

 � Standard length of 1,500 mm. Other sizes 
on request.

Condensing/Focussing Optics
 � Various condensing  and focussing optics 

available for square, hex or round exposure. 

 � Additionally homogenizing light pipes for 
enhanced uniformity on request.
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